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lo At the end of Arril 1991 an aluminum plating mlant for armor plaie and sheeting
was sct up at the Steel and Rolling IHlls, Jrandenburp/llavel under the dirce—
tion of Jr. Kdnbschcr, leading East Zonc metallurgist, Dr. Alfred Leichner,
Uzechoslovakian specialist from the metal refining plant, TATIA#, and the
Russian enginesr, fuu Davidov.

2. The function of this new plant is to provide steel with a smooth, noncorrosive
plating of zluminum alloy. The color of this plating dispenses with the
need for canouflage paint and in the case of sca-going craft, it has the
additional advantage of kecping: them operational three times as long before
returning them to dry dock for cleaning.

3. Plywood delivered from the CUR is also being plated with alumimm alloy.
Tais so-called Marmored wood" (Fanzer-ilols), which is springy and cven pliable,
is produced in dimensions of 600 x 1200 ma arnd 000 x 1500 :v1 and has a smooth
surface. It ig delivercd in scaled freicht cars to ‘rest Litovsk as top
priority. Only Polich rollin;: stock is used for this purposc. In Brest
Litovsk consimmments are unloaded for transnission to the US.R, vhere it
is used principally for acircralt constraction and ship-building.

ko In the Stecl amd Nolling I"ills, “randenburp/lavel, erroireicnts are now made
- for the mass production ol steel and wood platcd with aluminum alloy,

5. Successful tests wore concluded by the above-rontioned specialicts at the
cnd of llaveh 1201. During cuperinents the cleetric plow Zumecces (Gl#h8Zen)
for aluminum and 1ts alloys nmroved inaequate as the process ealls for &
required conotant tenperature vhich could not be maintained. In adlition,
the output of the rlants om power station was already fully shsorbod.

6. On the advice of the supervising cxperts it was decilded to dicyense with
thic electric furnacco Ly replacing gas-heated ones. As the new gas-hcaoted
furnaces could only operate on high-;rade fas, a gas generating plant was
ordered from the fim of Julius Pintsch, Berlin and Fuerstemalde/Spree vidch
would ansmer the requircients. At the Legimning of April 1951 this fimm
iﬁs;‘:a’.led an automatic (onc-ran) opcrati{u: ras plant with a daily capacity
of 5,000 eu.n. The necessary coal sup-lics for the ras plant cane exclusively

. 50X1-HUM
CONFIDENTIAL
CLASSIFICATION s e TR by, ) T T > T Vi)
STATE ¥ | naw x| Rere DISTRIBUTI , P e A v
ARMY = | AR ¥ |8 oRR  fw[O0T [T [ 17 00 U

[ DetiaTst

Class. Changsd To: TS § @
Auth.: KR 70-2
Date: ___LLZQJ_('Z;{_-

Sanitized Copy Approved for Release 2011/04/05 : CIA-RDP82-00457R009400280010-1




[

9o

Sanitized Copy Approved for Release 2011/04/05 : CIA-RDP82-00457R009400280010-1

. CONFIDENTIAL
SEORRE/OONERE TS CRRICTAE~GULY 50X1-HUM

CENTRAL INTELLIGENCE .GENCY

Trom the Waldenburg arca in Silcsla. A gas specialist by the nane of Bruns,
with 30 years experience, is responsible for the entire gas plant and its
output of absolute uniform quality and pressure. He is provided with a small
laboratory with all necessary pressurc and testing apparatus.

Plating is done with a pas<heated roller (Varwalze) with a temperature
between 450 and 520 degrees#* under high pressure, (rcsearch to use higher

temperature is still in progress) resulting in an inseparable aluminum plating.

Throuch speeial contact material, chemical and electrical propervics are

" pbtained as desired. Throughout, the plated material rctains the nechanical

consistency of the basic material while galning the special propervics of
the plaving.

Plating is done on one or both sides with pure aluminum or with aluminum

. alloys depending on the subsequent use of the material, In almost all cascs

aluminum with copper content is used in the contact material but its cxact
composition is a secret. :

* ? Comments The Tatra National Corporation in Czechoslovakia does
i ve

R

a metal refining plant as such. Subject may come from any one of

Comment: Temperature unit not specified.
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© the TATRA subsidiaries or from the meta) refining plant of a different combine.
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